
.  Estuctura de Hormigón armado.

.  Fachada, ladrillo caravista con camara de aire, combinado con monocapa.

.  Carpinteria exterior de PVC con doble vidrio tipo climalit.

.  Pavimento interior porcelánico o similar.

.  Cocina,baños y aseos alicatados hasta el techo.

.  Acabados de paredes en pintura plástica lisa.

.  Cocina con muebles altos y bajos, encimera en compac o similar, equipadas de            
  campana decorativa, placa vitrocerámica y horno eléctrico.
.  Aparatos sanitarios de porcelana vitri�cada .
.  Grifería con monomando.
.  Puertas interiores en haya vaporizada.
.  Armarios empotrados forrados .
.  Preinstalación de aire acondicionado .
.  Instalación de placas solares.
.  Piscina y zonas ajardinadas comunitarias. 

.  Reinforced concrete frame.

.  Fronts �nished in bare brick �nish on the fronts with air chamber combined with 
single layer 
   rendering and railing with glass.
.  Exterior carpentry in PVC or lacquered aluminiun with Climalit type double glazing
.  Porcelanic stoneware paving or similar.
.  Fully tiled kitchen and bathroom walls  
.  Walls �nished in plain washable paint.
.  Kitchen �tted with top and bottom units, compac worktop,
  designer extractor fan hood, electric Vitroceramic rings and oven.
.  Pre-installation of washig machine and dryer �ttings in the washing area.
.  Vitri�ed porcelain sanitary units and Shower . 
.  Single control taps.  
.  Inner doors stained and lacquered.
.  Fitted wardrobes with inner veneered .
.  Pre-Installation of air conditioning .
·  Installation of solar panels on the roof for sanitary water heating.
·  Community swimming pool and landscaped zones.

NOTA: Esta memoria de calidades es meramente informativa, sujeta a posibles cambios de 
índole técnico, legal, comercial y/o ejecución de la obra.
      
This report is for information only, subject to possible changes in technical, legal, commer-
cial or execution work.
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